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MOTOR GENERATOR &
ELECTRICAL ACCESSORIES

MOTOR GENERATOR

For 1200W CONVERTER and TIPIX 2.2 KW

Model: EU 20i / EU 22i - 1.8 kVA rated / 2.2 kVA max.
220 V - 50 Hz — 1 phase - Automatic Voltage Regulation
Dimensions: 510 x 490 x 225

Weight: 21 kg

For TIPIX 3KW

Model: HONDA EU70 iS - 7 kVA

220V - 50 Hz — 1 phase — Automatic Voltage Regulation
Tank capacity: 17 litres

Dimensions: 848 x 700 x 721 without handles

Weight: 118 kg

For VIP 5000 and TIP 6000

Model: EP13500 TE (HONDA engine) - 13.5 kVA

220 V — 60 Hz — 3 phases — Automatic Voltage Regulation
Dimensions: 1020 x 550 x 600

Weight: 149 kg

For VIP 10000 and TIP 12000

Model: EP20000 TE (B&S VANGUARD engine) - 20 kVA
220 V - 60 Hz — 3 phases — Automatic Voltage Regulation
Dimensions: 1000 x 640 x 720

Weight: 210 kg
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ELECTRICAL ACCESSORIES

Cable reels for electrodes connection to the unit

Stainless steel electrodes

Small size: 390 g — 33 cm — 14 mm diameter
Medium size: 1 kg — 60 cm — 18 mm diameter
Large size: 1.7 kg — 100 cm — 16 mm diameter

50 and 100 m length wire

1.8 and 2.6 kg

250, 350 and 500 m length wire 750 m and 1000 m length wire Non-polarizable electrode

4.3-5.8and 7.8 kg 19 and 23 kg Cu - CuSOq4
500 g — 13 cm — 8 cm diameter

Accessories for connections
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Cord with clip for reel Radiall plug Cord clip for switch Cords with clips for unit
to big size electrode cable output to small to external Tx battery

size electrode

Cables for data download to PC

RS232 Serial link RS232 - USB link USB - USB link
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